Generating activities with Activity Generator 4 (AG4) (formerly Switchlist Generator or SLG)

for the Spanish Utrera-Moron route (Hispalis_1)  built by Antonio M. Sopeña

The Hispalis Templates are Activity Generator template files. You will need to have Steve Davis’ Activity Generator’ Activity Creation Utility for MSTS installed to use these templates to create your own activities. For more information on this utility for MSTS, please visit http://www.skylinecomputing.com
Located in Southern Spain, near Sevilla, the Utrera-Moron route is a 40km non-electrified track from Utrera to Moron de la Frontera. The route has also a branch halfway route which leaves the main line at La Trinidad and goes about 15km to El Arahal. 

 The route has about 25 serviceable sidings for switching. The era for the templates is set in the first half of the seventies. The templates are composed of a LOCALS Template which have the 2000hp RENFE 2115 alco-type diesel engine which covers 2 return paths. The first covers from Utrera to Moron (and return) while the second one covers from Utrera to El Arahal ( and return). To allow a return path, Regions have been redefined and have been set to allow easy pickup or setout of cars along the route. Sidings being used on the way to Moron and El Arahal will not be used again for the return trip. The remaining unused sidings on the first half will be used on the return trip to Utrera and may have after their region name the suffix -return to differentiate from the regions of the same name being used for the first half toward Moron and El Arahal.

Two other templates, the MORONYARD and UTRERAYARD templates are yard templates and have each their own engine. The UTRERAYARD template have a T-type 550hp switcher to handle all loads inside the UTRERA yard. The MORONYARD has a small 150hp switcher to handle the small 6-siding yard at Moron de la Frontera. Limited AI traffic is present in all templates. It is recommended to change the switching mode to manual and the signalling to permissive to use both templates.

The required 12 downloads (Ctrl + click on each link) are the following stock files 

 from http://www.trensim.com
DIESEL LOCOMOTIVES

RENFE301-001-10101.exe                                                                           

Renfe305.exe
RENFE-2114-14.exe   ( required only for the sound files to be used by RENFE 2115   )                                                      

Renfe_321_015.exe
DIESEL AUTOCARS

RenfeTAF.exe
FREIGHT CARS

DIV32163_v1.2.exe                                                        

ESRNPN1_v1.1.exe
ESRNUPRC_v1.0.exe                                            

ESRNvagonesFG_v1.1.exe
ESRNVagonesM_v1.0.exe                                            

ESRNVagonesM2.exe
RNJ400000preserie.exe
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During installation of some of the downloads, you will be invited to make a choice between automatic and chain. Make sure to select all couplings as chain. Make sure that all stock and engines are set as having chain coupling. Route Riter can help to change the coupler settings if necessary. Just remember that you can change the required locomotives or rolling stock with Activity Master from skylinecomputing.com or ConBuilder to suit your personal requirements. However, it is highly recommended to keep the present rolling stock unless changing with stock of no longer than 10 meters in length. 

To help in selection of your work, two (2) sets of maps are available. The first set is composed of screenshots of the serviceable sidings with their markers orientation, available in the MAPS folder of the route's folder. Also included are maps from Moe Smith (aka dispatcher) of the Utrera-Moron's route network, available in the MAPS BY MOE SMITH folder of the route's folder. Thanks Moe!

By default the player engines do not include at start a brake van. However with AG4, you can easily, once you have determined the number of cars to be included at start, add a brake van as shown here in the following screenshot.. Brakevans seemed to be part of consists in SPAIN. The one used in the template is the DIV62163 brake van .

The RENFE 2115 and the RENFE 305 are not Bin Compatible but to allow the player to switch from the front view to back view, the template package has included two additional CVF files to add to the existing CVF files of both engines. Since both files were created without modification to any original files of both engines, this will not cause copyright issues.

Just a reminder that if your have problems with coupling or bounding box issues, you may have to adjust manually the settings of your engines or rolling stock. Despite the effort of rolling stock makers to create material with the least problems possible, coupling issues may arise during your work. Most issues can be looked at by the user. If not, freeware like the Bounding Box Editor, tutorials or topics tackling specific problems are available inside many of the well-known MSTS forums or sites.

It has been noted during testing that due to limited availibility of stock from trensim.com, some older stock had to be used and seem to generate a higher degree of friction than the stock with more recent physics. That results in the train requiring more power to pull or push than what is usually necessary with stock of the same tonnage and cars with higher friction decelerate much faster when they are being uncoupled while moving. To offset such friction, you can edit all three player engines with ConBuilder (CB) and change the Power of each engine by a factor of about 50% more than the default Power setting, as you can see the procedure in the two screenshots of CB.

Suggested changes

For the RENFE 301-001 switcher:     from 150 to 225 hp

For the RENFE 305 switcher:            from 550 to 825 hp

For the RENFE 2115 engine:             from 2000 to 3000 hp
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The following are general information regarding usage of different aspects of Activity Generator: 

SLG has a provision for helping with signals and dispatcher operated track switches.  Because of the presence of AI traffic, you should normally operate these activities with the signals and track switches in the default mode, as suggested in the SLG manual.  Then in case you cannot proceed with the activity because of a red signal or because of track switch alignment, save the activity, exit MSTS, start SLG and toggle the signals and track switches to permissive and manual, respectively.  Next adjust the track switch and/or proceed past the signal at restricted speed (dispatcher will not give permission).  Once past the track switch and/or signal, you should once again save the activity, exit MSTS, start SLG and toggle the signals and track switches back to the default mode, as strongly suggested in the SLG manual.  Again, as stated above, because of the presence of AI traffic, you should normally operate these activities with the signals and track switches in the default mode.  The player should note, however, that while switching back and forth between modes is both bothersome and time consuming, you are free to operate continuously with manual track switches and permissive signals at your own risk

If the user does want to operate longer trains, then an extra locomotive or two should be added.  SLG provides the possibility to add or even change the player lead locomotives. 

To generate the biggest trains, select simple mode with a large number of cars in the train (say, 99) plus a large number of cars to pick up and set out per track (40 or more).  With this set up, the train length is limited mainly by the siding lengths and the program randomizer.  SLG randomizes the pick up and set out events, not just location but numbers of cars, and so may not produce a full train or nice big blocks of cars to/from the sidings.  In case the train generated does not have enough cars for your satisfaction, simply generate another train until you find one that is satisfactory.  Also, be reminded that handling a long train, while not as dramatic as the prototype, requires a lot more skill than a short train, even in MSTS. To add more interest, deselect simple mode.  On any route, with simple mode turned off, a 25 car train can take quite a while to build and switch along the line. In both lines, good knowledge of the tracks will help better planning your pickups and setouts. 

Unless your PC has marginal performance, be sure to select maximum values for car fill (both the slider and the count per track) and also select the option for placing cars in regions not worked.  Operation on this and any route is spoiled by sparsely populated rail spurs and yards.  Maximizing car fill will add a lot of “eye candy” for added fun in your activity. 

               I hope you will enjoy for hours this template. Don’t hesitate to contact me if necessary at photoman_57@hotmail.com. I’ll try to address your concerns to the best of my knowledge. For questions about SLG itself, you can address them to Steve Davis, its designer at stevedavis@skylinecomputing.com or via their forum at the same site. You are welcome to register with us. 

Denis Gionet 

